Effect of rectangular winglet pair roll angle on the heat transfer enhancement in laminar channel flow by A. Khanjian et al.
Effect of rectangular winglet pair roll angle on the heat
transfer enhancement in laminar channel flow
Submitted by Thierry Lemenand on Wed, 10/04/2017 - 09:29
Titre Effect of rectangular winglet pair roll angle on the heat transfer enhancement inlaminar channel flow
Type de
publication Article de revue
Auteur Khanjian, Assadour [1], Habchi, Charbel [2], Russeil, Serge [3], Bougeard, Daniel [4],Lemenand, Thierry [5]
Editeur Elsevier
Type Article scientifique dans une revue à comité de lecture
Année 2017
Langue Anglais
Date Avril 2017
Pagination 1-14
Volume 114
Titre de la
revue International Journal of Thermal Sciences
ISSN 1290-0729
Mots-clés Energy efficiency [6], Friction factor [7], Heat transfer enhancement [8], LongitudinalVortices [9], Nusselt number [10], Rectangular winglet [11]
Résumé en
anglais
Convective heat transfer enhancement can be achieved by generating secondary flow
structures that are added to the main flow to intensify the fluid exchange between hot
and cold regions in the system. One method involves the use of vortex generators to
produce streamwise and transverse vortices on the top of the main flow. This study
presents numerical computation results on laminar convection heat transfer in a
rectangular channel which bottom wall is equipped with rectangular winglet pair
vortex generators. The governing equations are solved using finite volume method by
considering steady state, laminar regime and incompressible fluid. Three dimensional
numerical simulations are performed to study the effect of the generators' roll-angle β
on the flow and heat transfer characteristics. Different values of roll-angle β in the
range [20°–90°] are considered, while maintaining a constant angle of attack (α = 30°)
for all the cases. The influence of the Reynolds number is also studied for values 456
and 911 (based on the channel hydraulic diameter). Both local and global analyses of
the thermal performances are carried out using parameters such as the Nusselt
number and the friction coefficient. In addition, the position and strength of the
longitudinal vortices created are presented and discussed, highlighting their effect on
the heat transfer rates throughout the duct, for the various generators' roll-angles.
Finally, from both local and global investigations, it is found that the optimal values of
the roll-angle, determined for each Reynolds number, are not necessarily 90°, which
corresponds to the widely used configuration in the open literature.
URL de la
notice http://okina.univ-angers.fr/publications/ua16289 [12]
DOI 10.1016/j.ijthermalsci.2016.12.010 [13]
Lien vers le
document http://www.sciencedirect.com/science/article/pii/S1290072916317562?via%3... [14]
Titre
abrégé Int. j. therm. sci.
Liens
[1] http://okina.univ-angers.fr/publications?f%5Bauthor%5D=19161
[2] http://okina.univ-angers.fr/publications?f%5Bauthor%5D=15323
[3] http://okina.univ-angers.fr/publications?f%5Bauthor%5D=15365
[4] http://okina.univ-angers.fr/publications?f%5Bauthor%5D=15366
[5] http://okina.univ-angers.fr/t.lemenand/publications
[6] http://okina.univ-angers.fr/publications?f%5Bkeyword%5D=14334
[7] http://okina.univ-angers.fr/publications?f%5Bkeyword%5D=23609
[8] http://okina.univ-angers.fr/publications?f%5Bkeyword%5D=14332
[9] http://okina.univ-angers.fr/publications?f%5Bkeyword%5D=14279
[10] http://okina.univ-angers.fr/publications?f%5Bkeyword%5D=14285
[11] http://okina.univ-angers.fr/publications?f%5Bkeyword%5D=23608
[12] http://okina.univ-angers.fr/publications/ua16289
[13] http://dx.doi.org/10.1016/j.ijthermalsci.2016.12.010
[14] http://www.sciencedirect.com/science/article/pii/S1290072916317562?via%3Dihub
Publié sur Okina (http://okina.univ-angers.fr)
